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ADDENDUM NO. 2

TO THE PLANS, SPECIFICATIONS, PROPOSAL AND CONTRACT

FOR CITY OF LACEY
COLLEGE ST. NE EXTENSION
LACEY CONTRACT NO. PW 2020-41

This addendum is made part of these contract documents as though it was originally included in
the Contract. The Contractor shall note the location of the Addenda Receipt Acknowledgement
on Page B-8 of the Contract Proposal.

Issued this 9th day of December 2024.

ITEM NO. 2-1: REPLACE ROADWAY PAGE PP9

Replace page PP9 with Sheet 36A. MH 12 and MH 13 are Type 3 manholes.

ITEM NO. 2-2: UPDATE DETAIL ON PAGE RD1

Replace page RD1 with Sheet 45A. The storm drain manholes are Type 3 and are 60 diameter.

ITEM NO. 2-3: UPDATE NOTES ON PAGE PP7

Replace page PP7 with Sheet 34A. There is clarification on the type and size of manholes and
catch basin at the pond.

ITEM NO. 2-4: UPDATE TITLE OF DETAIL ON PAGE DR4

Change the title of the detail “POND OVERFLOW STRUCTURE TYPE 2, 60” DIA.
MANHOLE” to the following:

POND OVERFLOW STRUCTURE
TYPE 3, 60” DIA. MANHOLE

ITEM NO. 2-5: ADD A DETAIL TO PAGE RD2

Replace page RD2 with Sheet 46A. The Catch Basin with an Oil Water Baffle Detail was added.

ITEM NO. 2-6: CHANGE NOTE ON PAGE PP3

On the profile view at CS STA. 26+85, change the note to the following:



December 9, 2024
Page 2

NEW CBI, TYPE 2, CS STA. 26+85
OFF 24.1° RT, NEW RIM ELEV 190.39

ITEM NO. 2-7: CHANGE NOTE ON PAGE PP14

On the profile view at 6™ STA. 53+27.6, change the note to the following:

CB46 TYPE 2, WITH OIL WATER SEPARATOR
6™ STA. 53+27.6

OFF 33.18° RT, RIM ELEV 190.24’

8” PVC IE (N) OUT = 186.77’

ITEM NO. 2-8: REPLACE THE BLOW-OFF ASSEMBLY DETAIL ON PAGE WD2

Replace the Blow-off Assembly Detail shown on Page WD2 with the attached Blow-Off
Assembly Detail, labeled with Addendum 2.

ITEM NO. 2-9: ADD THE 1-1/2” SINGLE METER SERVICE CONNECTED TO NEW
WATER MAIN DETAIL

Add the detail to the water plan sheets for the 1-1/2” Single Meter Service Connection.

ITEM NO. 2-10: CHANGE THE STEEL POST NOTE ON LSD1

On page LSD1 (101A), change the note that says “11 GAUGE GALVANIZED STEEL POST”
to “10 GAUGE GALVANIZED STEEL POST.”

Wood fence posts shall be 10 gauge galvanized steel posts manufactured by:
Z POST LLC

3295 Monier Cir Ste B

Rancho Cordova, CA 95742

Or an approved equal.

ITEM NO. 2-11: ADD THE LOCATE WIRE ACCESS PORT DETAIL

Add the detail to the sewer plan sheets for the Locate Wire Access Port.

ITEM NO. 2-12: ADD THE FOLLOWING LANGUAGE TO SECTION 7-08 OF THE
SPECIAL PROVISIONS

Add to Section 7-08.4 Measurement the following:
“Locate Wire Access Port” will be measured per each, for each.

Add to Section 7-08.5 Payment the following:

“Locate Wire Access Port”, per each.

The unit contract price per each for “Locate Wire Access Port” shall be full pay for furnishing all
labor, materials, tools, and equipment, necessary or incidental to furnishing and installing the
unit complete in place on the water or sewer main, including pipe, box, concrete foundation and
other items necessary for the valve to be installed complete in-place.
























D35
D36
D37
D38
D39
D40

D41

145

100

EA
EA
EA
LS
LS
LF

SY

717-960
717-965
717-971
722-910
723-510
804-010

814-510

Connect to Existing Sanitary Sewer Force Main
Connect to Existing Sewer System

Tank Abandonment

Decomimission Existing Lift Station

Bypass Pumping

Cement Conc. Traffic Curb and Gutter

Cement Conc. Sidewalk

Tax Rate (%) :

LUMP SUM

LUMP SUM

Schedule D Subtotal:
9.70 Tax:

Schedule D Total:

Contract Total:
(All Schedules)




The undersigned also agrees as follows:

® Within 10 calendar days after the contract is awarded to sign and return the contract and provide insurance documents.
® That this proposal cannot be withdrawn within 45 days after receipt of bids.

® That it is the understanding that the City of Lacey may accept or reject any or all bids.

® The undersigned hereby agrees to pay for labor not less than the prevailing rates of wages per the bid documents.

® Enclosed with this proposal is a bid deposit in the sum of 5% of the bid total amount which it is agreed shall be collected and retained by the City of
Lacey as liquidated damages in the event this proposal is accepted by the City of Lacey with 45 calendar days after the receipt of bids and the
undersigned fails to execute the contract and the required bond with the City of Lacey, under the conditions thereof, within 10 calendar days after the
undersigned is notified that said proposal has been accepted, otherwise said bid deposit shall be returned to the undersigned upon demand.

® A Performance/Payment Bond will be furnished to the City with the contract.

® Retention will be held on this contract per RCW 60.28.011.

Addenda Receipt Acknowledged

Signature of Bidder Date

(If an Individual, Partnership, or Non-Incorporated organization)

Firm Name Please Print Phone

Address of Bidder:

Name and Address of Firm Members:

Signature of Bidder (if a Corporation)

Title:

Firm Name: Phone:

Business Address:
Incorporated under the Laws of the State of

Officers Address

President:
Secretary:

Treasurer:

B- 8A2
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CONSTRUCTION NOTES

@ PEDESTRIAN REFUGE ISLAND SEE DETAIL NOT USED

@ CONC PAVING PATTERN C-MEDIAN INSTALL MONUMENT CASE ¢ COVER

@ CURB RAMP

@ CEMENT CONC. CURB ¢ GUTTER

INSTALL SURFACE MONUMENT

ADJUST AND PROTECT VALVE COVER
@ CEMENT CONC. PEDESTRIAN CURB

PROTECT CATCH BASIN
(&) ApausT MANHOLE

INSTALL NEW CATCH BASIN WITH CURB
INLET

OOOO®O

I5TH STA. 20+50.00, 12.22'RT
BEGIN FULL DEPTH PAVING

I5TH STA. 20+34.67, 10.00' LT
BEGIN INLAY

I5TH STA. 20+34.91, 0.00'
_ MATCH PAVING TO EXISTING

e O TIX =Ry o
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I5TH STA. 21+56.0. 18.5' LT
12" SD CULVERT INLET
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MATCH EX HMA SIDEWALK
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12" 5D CULVERT OUTLET
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DITCH ALIGNMENT TO CONTINUE FLOW EAST
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| 5TH STA. 22+57.9, 12.9'RT
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" I 5TH STA. 23+03.94, 10.00' LT
END NLAY
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£} — 50

224
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THURSTON COUNTY
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@

—CITY OF LACEY) _ _ iy
[

|5TH STA. 20+34.82/% .

48.50' RT END

MH 13 - 60" DIA TYPE 3
CATED AT CROSSING OF 8" DRAIN
PIPE WITH TWO NEW 2" DI SD
PLACE COUPLING AND 3 LF OF &"
PVC AS NEW OUTLET INTO MH
CONNECT TO EXIST STORM MAIN

SEE
S LANDSCAPING
i SHEETS

|5TH STA. 23+03.95, 12.90' RT
AN D PROFILE o 2310595, 12.90
i
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BEGIN FULL DEPTH PAVING — (3 v @)
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END TREATMENT OF OUTLET
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36.0'RT
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SECTION A-A
NTS
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[E=145.15
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—
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PROVISIONS SECTION 7-04.3 FOR REQUIREMENTS.
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e
I
2
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18.51"LT, IE=143.28
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Thurston County Public Works Signing for
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e L | HBEEé EXISTING EF- {b“g SPECIAL PROVISIONS
(SOUTH SIDE) 2- PIPES, 74 LF EA OF 12" SD PIPE | [ WHERE POSSIBLE. NATIVE RADE DITCH; BOTTOM WIDTH VARIES 3.5 FT AT
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5’ DIAMETER x 8" THICK
§ 8" COMMERCIAL

CONCRETE
MIN. HMA \
EXISTING

ROADWAY —

MIN.18"

AT A MIN.
95%

1 ADJUSTMENT
RING MIN.

COMPACTED
AT A MIN.
95%

2.48
2.02

14 REEAR 4

GENERAL NOTES:
1. ALL CONCRETE PADS FOR MANHOLES OUTSIDE
THE ASPHALT SHALL HAVE REINFORCING STEEL
AS SHOWN ABOVE, REEAR TO MEET ASTM A615

GRADE 60 FY=60,000

. ALL MANHOLE FRAM[ AND COVER ASSEMBLIES
SHALL BE EJCO OR OLYMPIC FOUNDRY, WSDOT
STYLE #41 WITH THE CITY LOGO STAMPED IN IT,
DUCTILE IRON AND MANUFACTURED IN THE U.S.A.
. ADJUST GRADE RINGS WITH BRICK WEDGES OR
GROUT. NO WOOD OR ROCKS SHALL BE USED AS
ADJUSTMENT SPACERS.

. DEVIATION FROM COMPACTION STANDARDS MAY
BE APPROVED BY THE DIRECTOR, OR DESIGNEE,
WHERE RECOMMENDED BY THE LICENSED
PROFESSIONAL ENGINEER FOR PLANNED OR
EXISTING INFILTRATION FACILITIES.

n

o

IS

MANHOLE OUTSIDE ASPHALT

1 ADJUSTMENT
RING MIN.

STORM DRAIN MANHOLE LOGO
COVER & FRAME INSTALLATION

o

. EXISTING SURFACES PAVED WITH PERMEABLE
MATERIALS SHALL BE REPLACED IN—KIND WHERE
FEASIBLE IN CONFORMANCE WITH 48.180 TRENCH
BACKFILL AND RESTORATION.

N.T.S.

£z ]

SIDE VIEW

COMPACTED AT
A MIN. 95%

GENERAL NOTES:

1. CONCRETE PADS FOR ALL CURB INLL_T BASINS
SHALL BE A MINIMUM OF 3’ X

2. ALL STORM MANHOLE LID AND RING
ASSEMBLIES SHALL BE EAST JORDAN IRON
WORKS OR OLYMPIC FOUNDRY WITH CITY OF
LACEY LOGO LIDS WHEN AVAILABLE.

3. ALL STORM MANHOLE LID AND RING
ASSEMBLIES SHALL BE DUCTILE IRON AND
MANUFACTURED IN THE USA.

4. THIS APPLICATION SHALL BE USED FOR
INSTALLATIONS ON ARTERIALS AND BOULEVARDS
OR WHEN STORM PIPING IS TOO SHALLOW TO
MEET THE MINIMUM 2’ OF COVER WHERE THE
STORM PIPE ENDS UP IN THE ROADWAY
STRUCTURE REGARDLESS OF THE TYPE OF PIPE
BEING USED.

5. USE A 2" RECTANGULAR ADJUSTMENT SECTION
TURNED LENGTHWISE TO ELIMINATE THE GAP
UNDER THE FRAME.

6. DEVIATION FROM THE COMPACTION STANDARDS
MAY BE APPROVED BY THE DIRECTOR, OR
DESIGNEE, WHERE RECOMMENDED BY THE
LICENSED PROFESSIONAL ENGINEER FOR
PLANNED OR EXISTING INFILTRATION FACILITIES.

CURB_INLET
GRATE

2] \ MIN. ONE

ADJUSTMENT
RING

NTS

THE CITY OF LACEY LOGO LIDS
SHALL BE USED WHEN AVAILABLE

CURB INLET GRATE &

CATCH

BASIN INSTALLATION

N.T.S.

217"

1.83"

217"

CURB INLET
GRATE

1.83"

MIN. ONE
ADJUSTMENT

CURB & GUTTER

RING\

SIDE VIEW

G[N[RAL NOTES:

ALL STORM MANHOLE LID AND RING
ASSEMBLIES SHALL BE EAST JORDAN IRON
WORKS OR OLYMPIC FOUNDARY WSDOT STYLE
#MH-41 CITY OF LACEY LOGO LIDS.

2. ALL STORM MANHOLE LID AND RING
ASSEMBLIES SHALL BE DUCTILE IRON AND
MANUFACTURED IN THE USA. NO BOLT DOWN
LIDS SHALL BE ALLOWED UNLESS REQUIRED
BY THE CITY OF LACEY

NI

FRONT VIEW

THE CITY OF LACEY LOGO LIDS
SHALL BE USED WHEN AVAILABLE

3. USE A 2" RECTANGULAR ADJUSTMENT
SECTION TURNED LENGTH WISE TO ELIMINATE
THE GAP UNDER THE FRAME.

CATCH BASIN
TYPE 2 48" DIAM.

EMULSIFIED ASPHALT GRADE
css-1
TO EDGES OF EXISTIN

PAVEMENT. ALL .IOIN'I'S SHALL

BE SEALED USING PAVING
ASPHALT PG 64-22

-

| FULL LANE OVERLAY
I % i
i
i GRIND 2° MAX., IS5
“EXISTING ¥ OR 1 1/2" MIN,
X FOR PAVEMENT
PAVEMENT 2" OR LESS

CRUSHED SURFACING /
TOP COURSE (CSTC) /

AND BASE COURSE
COMPACTED TO 95%
DEPTH PER

N

SAW CUT EXISTING
PAVEMENT (TYPICAL)

MINIMUM 0.25' HMA (COMPACTED

DEPTH) OR EXISTING PLUS 008.

WHICHEVER IS GREATER APPLIED

IN MAXIMUM 0.30" (1/2" OR

3(4" HMA) LIFTS OR 0.35 FOR
HMA LIFTS

TACK SHALL BE APPLIED
I

FOUNDATION TYPICAL.
REQUIRED ONLY WHEN
UNSUITABLE MATERIALS
ARE _ENCOUNTERED OR
AS DIRECTED BY THE
cImy

ROADWAY SECTION VARIES
v
TRENCH BACKFILL J
SHALL MEET THE *
STANDARD
SPECIFICATION FOR 6" MIN.

BANK RUN GRAVEL
9-03.19

R
MUM NCH WIDTH SHALL BE 1.5'
PLUS 1-1/2 TIMES THE OUTSIDE
AI)IAMETER OF THE PIPE OR 2.5%,
WHICHEVER IS GREATER (TYPICAI.)

GENERAL NOTES:
1.

»

9‘

.‘

o

N
ALL MATERIALS EXCEPT H.M.A. SHALL BE COMPACTED IN
6-INCH MAXIMUM LIFTS TO 95% DENSITY AS DETERMINED BY

ASTM D1557.

ALL MATERIALS, WORKMANSHIP, AND INSTALLATION SHALL BE

IN CONFORMANCE WITH THE WSDOT STANDARD SPECIFICATIONS

FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION AS
AMENDED BY CITY OF LA IDARDS.

KEEP TRENCH BOTTOM COMPACTED WITH UNIFORM GRADE. NO

TEMPORARY SUPPORTS, |.E. BLOCKS, WILL BE ALLOWED TO

SUPPORT PIPE. TRENCH BOTTOM SHALL BE TO GRADE PRIOR

'I’O PIPE_INSTALLATION.

\W_CUT PAVEMENT TO MAX. TRENCH WIDTH. BACKFILL AND
PAVE TO TOP OF EXISTING PAVEMENT FOR TRENCH WIDTH.
ALLOW 24 HOURS MINIMUM FOR TRENCH PATCH TO CURE.
GRIND AND PAVE FINAL PATCH AS S|
EXISTING SURFACES PAVED WITH PERMEABLE MATERIALS SHALL
BE REPLACED IN-KIND WHERE FEASIBLE IN CONFORMANCE
WITH 4B.180 TRENCH BACKFILL AND RESTORATION.

BEDDING MATERIAL FOR ALL PIPE
SHALL BE PER TABLE BELOW.
BEDDING MATERIAL FOR GRAVITY
SEWER SHALL BE PER GRAVITY
SEWER DETAIL

PIPE_BEDDING SPECIFICATION
SIEVE SIZE | PERCENT PASSING
3/4" SQUARE 100
3/8" SQUARE 70-100
U.S. NO.4 55-100
U.S. NO. 10 35-95
U.S. NO. 20 20-80
U.S. NO. 40 10-55
U.S. NO. 100 0-10
U.S. NO. 200 0-03

PARALLEL TRENCH
RESTORATION

Accepted as Noted by
Thurston County Public Works Signing for

Signed:

Date:

Matt Unzelman,
10/10/2024

Becky Conn &%

Acceptance Expires in 2 years

60 INCH DIA STORM DRAIN MANHOLE TYPE 3 PLAN

N.T.S.

DETECTABLE WARNING SURFACE

MEDIAN REFUGE AREA

TRAVEL DIRECTION
-

PAID AS (2) EA CEMENT CONCRETE CURB RAMPS

CONC. PAVING
PATTERN C—MEDIAN

%OOOOO

0 OOOOOOO
000000

- =

TRAVEL DIRECTION _

CEMENT CONCRETE
TRAFFIC CURB (TYP.) \

4" CONC. PAVING PATTERN
C~-MEDIAN

3/8” EXP. JOINT
/W/ SEALANT, TYP.

6™ (TYP.)

DETECTABLE WARNING
SURFACE (TYP.)

CONTRACTOR TO GROUT
TO FINISHED GRADE
GRADE

RIM ELEV = 177.5"

! 1

FIBERGLASS SEPARATION

CYLINDER AND \NLET\

18" INLET PIPE

:16793‘\

GENERAL

NOTES:
1. STRUCTURE SHALL MEET AASHTO HS20 AND CASTINGS SHALL
MEET HS20 (AASHTO M308) LOAD RAITING.
2. SUBBASE, COMPACTION,
IN‘TAI.I.EDASAS'W
CONTRACTOR

TOP OF SLAB ELEV = 176.5° +/—
IR

I, AND BACKFILL DEPTH SHALL BE
E EQUIPMENT WNH SUFFIGIEN' LIFTING
CDS MANHOLE

TO PORIVDI
AND REACH CAPACITY TO LIFT AND SET THE

STRUCTURE (I.IFTINO CUITC’ES PROVIDED BY WACTURERR
4. CONTRACTOR TO ‘WIEEN

SECTIONS, AND

ASSD‘
8. CONTRACTOR TO PROVIDE, INSTAI-I. AND GROUT PIPES. MATCH

PIPE_INVERTS WITH ELEVATIO!

15" INLETPIPE ___—
1E. = 167.93'

OIL BAFFLE SKIRT / -

SLPARAHON/,

SCREEN

\__ MATCH EX. 15" OUTLET

PIPE, L.E = 167.73'

\PERMANENT POOL

ELEV. = 167.73

MEASURES T0_ ASSURE

UNIT IS
TIONT HOLDING WATER TO OUTLET FLOWLINE INVERT MINIMUM

FIBERGLASS SEPARATION
CYLINDER AND INLET

HDPE HYDRAULIC
SHEAR PLATE

HDPE HYURAUUC/;

SHEAR PLATE

SOLIDS STORAGE SUMP

60" DIAM. STORMWATER

TREATMENT MANHOLE

ELEVATION A-A

THE CITY OF LACEY LOGO LIDS
SHALL BE USED WHEN AVAILABLE

FRAME AND COVER
N.T.S.

CENTER OF CDS STRUCTURE|
SCREEN AND SUMP OPENING

TOP SLAB ACCESS
(SEE FRAME AND
COVER DETAIL)

60" .D. MANHOLE
STRUCTURE

PLAN VIEW B-B

MEDIAN ISLAND N.T.S N.T.S. NTS.
DETAIL
DESIGNED:  CRS/ADB [ REVISION BLOCK PAGE NO. SHEET NO.
CITY OF LACEY, WASHINGTON DRAPTED,  CRS/ILC COLLEGE STREET NE EXTENSION 0. DATS DESCRPTIN RDL | 45
DA M O ooric WORKS o oo A ROADWAY AND STORM DETAILS T or
LACEY, WA  98503-1238 (360) 491-5600  LACEY e p-23-40 [ 101
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Nl NN LN NESNL NGNS LN

COMMERCIAL HMA
RAISE VALVE BOX TO GRADE RAISE MANHOLE TO GRADE DEPTH VARIES, SEE PLAN
THURSTON COUNTY CULVERT INSTALLATION
N.T.S. SLOPE VARIES
—_—
MIN. 0.25° HMA PATCH IN_ASPHALT
MIN. 3" HMA PATCH .
j B '° SEE CROSS—SECTIONS FOR STRUCTURAL SECTIO!
3§ EXISTING g s s
ROADWAY
8” COMMERCIAL 47-6" QUARRY SPALL 2" C.S.T.C
CONCRETE EX. SUBGRADE
S 2” MIN. COVER OVER
0.67' COMMERCIAL CONCRETE /c’_‘-’ﬂ e T T
3:1 BEVELED END N7 A R e S iy iy A Ry Y Ry e &< CULVERT UNDER ROADWAY
= = L o o T
RIS
KR A A PP e A et PR TEARIAEIRR
S / XA COMMERCIAL HMA PAVEMENT SECTION
N.T.S.
12” MIN. DIA. CULVERT PIPE
1. CULVERT BOTTOM SHALL MATCH EXISTING DITCH/SWALE FLOWLINE. THIS MAY REQUIRE RE-GRADING | 20° FOR EVERY 1" OF NEW HMA
OF THE DITCH/SWALE. - -
2. CULVERT SIZE IS CALLED OUT ON PLANS AND SHOULD MATCH THE DIAMETER OF THE CULVERT EXAMPLE: FOR 2" OVERLAY = 40
IMMEDIATELY UPSTREAM OR DOWNSTREAM, WHICHEVER IS LARGER. NEW HMA
3. CULVERT ENDS SHALL BE ARMORED WITH 1’ MIN. DEPTH OF 4”-6" QUARRY SPALLS, PLACED 6’ MATCH EXIST.
BEYOND CULVERT ENDS. PAVEMENT
4. THURSTON COUNTY PREFERRED CULVERT MATERIAL IS PLASTIC. ALTERNATIVE MATERIALS FOR PIPE
WILL BE CONSIDERED ON A CASE BY CASE BASIS.
5. ZINC COATED METAL PIPE IS NOT AN ALLOWED ALTERNATIVE CULVERT MATERIAL. 1% v IR IR IITOSIRT
0202020002020 2000000 0 20 0. 00 0.0°9.0.030 0
6. BEVELED CULVERT ENDS SHALL BE PLASTIC. /' / i:i:?:iz?::::::::::::::::::::::::::::::::::
. . EXISTING ASPHALT CONCRETE |/ NEW ROADWAY
GENERAL NOTES: Actepted das Noted by PAVEMENT TO BE PLANED
1. ON MANHOLES OUTSIDE OF THE ASPHALT ADD REINFORCING STEEL AS SHOWN en - .
ABOVE, DEFORMED BAR TO MEET ASTM AB15 GRADE 60 FY=60,000 P.S.l. Thurston County Public Works Signi f EXISTING ROADWAY
2. ALL WATER MANHOLE LIDS SHALL BE EAST JORDAN IRON WORKS OR OLYMPIC Ignlng Or
FOUNDARY WSDOT STYLE #MH-41 CITY OF LACEY LOGO LIDS. D Ty Bhac
3. ALL UDS SHALL BE DUCTILE IRON AND MANUFACTURED IN THE USA. . Beky G bl Matt Un29|man,
Signed:  BeCKy Lonn & Date: _10/10/2024 BUTT JOINT @ EXISTING PAVEMENT
IRON ADJUSTMENTS AI\{Vg MANHOLE LOGO LIDS Acceptance Expires in 2 years TS
P~ VNV NN VS
STORM PIPE MONUMENT CASE FRAME
VARIES WITH SIZE
— </ OF OUTFALL PIPE COVER 12" R
A\ & v S -
N Y N GUTTER LINE
\\\§\§\\\\\\\\\\\\\\\\\\A\\\\\\\\\\\\\\\Q\\\\\<\\\§\ 14 R 1" AT APPROACH
THE MINIMUM DISTANCE FROM THE BAFFLE TO THE " \§\ \§\ pr—
EDGE OF THE DUTFALL PIPE SHALL BE 1' OR AS 5 \§ § ASPHALT —— )
DESIGNED BY THE DESIGNING ENGINEER § § * -
N + + + + + N \ + + o+ o+ o+ o+
37 MIN. + o+ o+ o+ o+ o+ \ § + o+ o+ o+ 4+ ~
" \ \
AR A * §: * CONCRETE N 12 J‘
THE MINIMUM SIZE OF THE MANHOLE A A § § 4" n e
SHALL BE 54" A\ IN '
7 = GENERAL NOTES:
3: 1. EXPANSION JOINT MATERIAL TO BE 3/8” TYPE |
i THE MINIMUM DISTANCE FROM THE FE ¥:15§NE§§M85ED(E)(D)N(‘IJ€EI¢E ;‘FLkEFNé-ULL
// TOP OF THE PIPE TO THE TOP OF EE 2. FORM AND SUBGRADE INSPECTION |
THE BAFFLE SHALL BE 1' P2 - 3‘7, A\ NN REQUIRED BEFORE POURING CONCRETE.
~ 5/8" OBLONG HOLES 1/2” BOLTS X E I‘ gz\é
b PV
N =y ) 3 2 - CEMENT CONCRETE CURB & GUTTER
Y Su ESE N.T.S.
o o - 4 [o] ] pr “ :
. . / 1 Ll =¢ I GENERAL NOTES:
5/8” HOLES FOR 1/2" BOLTS - =3 + 1. FOR USE PRIMARILY ON MAJOR & MINOR
ol o o ol P I E el 2w . COLLECTORS, ARTERIALS, AND STREETS
+ b3 © + SUBJECT TO BUS AND COMMERCIAL TRUCK
. [ ERS + TRAFFIC.
- o . MO [ENT POSITIO! BE SET B
“a o o ° °l P 9 - <o o 2 P ROFFESSIoNAL LAND SURVETGR: LICENSED FACE OF CURB
+ + BY THE STATE OF WASHINGTON WHOSE
- Il = b+ + CERTIFICATE NUMBER SHALL BE STAMPED
b [Tt THE MINIMUM DISTANCE FROM THE o b o = » + + ON THE CAP.
o ol —17 | BOTTOM OF THE PIPE TO THE 18 b+ + 3. SET BASE OF MONUMENT IN 18" OF
BOTTOM OF THE BAFFLE SHALL BE 1" - +7 TAMPED SAND T BASE OF CASE. FRANE, 172" R
14 o b| P = K +* *+ \
+ + S
. . A\ ROADWAY
b + A
+ 4+
b £ ¢” + ?\Q
] i
GENERAL NOTES -
1. THE BAFFLE SYSTEM SHALL BE USED WHEN SILT TRAP TEES CANNOT BE INSTALLED DUE TO SIZE OF STRUCTURES OR WHEN APPROVED BY THE CITY. -
2. ONLY 2 BAFFLES ARE REQUIRED AT THE END OF EACH NEW RUN OR MAIN LINE SYSTEM. THE MINIMUM SIZE OF THE STRUCTURES FOR THE BAFFLES
SHALL BE 54”. LARGER MANHOLES SHALL BE DETERMINED BY THE SIZE OF THE PIPE(S). . z )
3. THERE SHALL BE A MIN. OF 3 PIECES AND SHALL BE MANUFACTURED TO FIT THROUGH A 24" MANHOLE FRAME. " D -
4, ALL MATERIALS SHALL BE STAINLESS STEEL. THE PANEL THICKNESS SHALL BE '\/B". FLARE BOTTOM 3" OF PIPE - -
5. SEALANT SHALL BE APPLIED TO ALL JOINTS TO PREVENT GAPS IN BAFFLE. PRIOR TO INSTALLATION — =
6. THE CITY OF LACEY SHALL DETERMINE IF OTHER STRUCTURES ARE REQUIRED.
7. THE DESIGN AND RESTRICTION CALCULATION SHALL BE DONE BY THE DESIGNING ENGINEER. 8 1/4,,
CATCH BASIN W/ OIL WATER BAFFLE PIPE MONUMENT & CASE CEMENT CONCRETE TRAFFIC CURB
NI INSTALLATION NTS.
— = — et -; ESIG CRS /ADB REVISION BLOCK PAGE NO. SHEET NO.
= NO. | DATE [DESCRIPTION
CITY OF LACEY, WASHINGTON E==== mrm oonc|  COLLEGE STREET NE EXTENSION  peismessem RD2 | 464
DEPARTMENT OF PUBLIC WORKS s ROADWAY AND STORM DETAILS or
420 COLLEGE STREET SE HORZ SCALE:  N/A ore 1.
VERT. SCALE: N/A
LACEY, WA  98503-1238 360) 491-5600 LACEY i p-23-40 | 101
10/08/2024 -




LIMITS OF PAYMENT

/— FINISH GRADE

VALVE SAME SIZE
AS THE PIPE

SLOTS FOR
DRAIN HOLES

REBAR
ANCHOR

3.5’ MIN. COVER

? 1

1
~ SERVICE TAPS PROHIBITED
12 GA BLUE \ IN THIS AREA

!
COATED U.S.E.
TRACER WIRE , STAINLESS

BARRIER STEEL SADDLE
WITH 2" BRASS
MEGA—LUG VALVE STREET ELBOW

BOTH SIDES ANCHOR
OF THE VALVE BLOCK WATER MAIN WITH
CAPPED END ECOLocY

2” BRASS
SHORT SPOOL

(6” 10 1) 2” GATE 2” BRASS
VALVE RISER PIPE
WITH CAP
BELL SECTION CAP
OF PIPE \
— , ECOIéocY
/  BLOCK
J J——

GENERAL NOTES: 3’ OF PIPE 2” B’RASS PIPE \2,, BRASS

ALL 2” PIPING AND FITTINGS SHALL BE DOMESTIC BRASS.

College St. NE Extension
PW #2020-41

/2" BLOWOFF ASSEMBLY FOR EXTENDABLE MAINS R B ota o WD2
N.T.S.



dbuchana
Polygon

dbuchana
Polygon


METER | LINE
12 GAUGE BLUE COATED SIZE | SIZE A B | METER BOX IN PLANTER ONLY
COPPER U.S.E. TONING WIRE CHRISTY FIBRELYTE BOX & LID
WRAPPED AROUND THE PIPE 1 1/2” BLUE POLYETHYLENE PIPE BOX: FL 36T—18
(SEE SECTION 6.120C OF THE . . | .o»| LID: FL 36-D W/CITY OF
;5 DEVELOPMENT GUIDELINES) 1127 |1 1727 |13 1747157 | ey N LD
EnN
== 90" 4” pvc| ="
RISER — BALL CHECK VALVE IN THE
N VALVE U HORIZONTAL POSITION
N - A
METER BOX
FORD FB 11016G OR MUELLER ===
H9969 CORPORATION STOP WITH e
PACK JOINT 1° MIN. SAND (TYP) _ .
L cervice sabDLE RoMAC
202S OR FORD FS202 W/ 25
STAINLESS STEEL STRAPS.  LEAVE 36” OF

DG6-3.0.DWG

BLUE TRACER WIRE

HIGH BY—PASS -~
BED THE PIPE WITH & VALVE WITH . -
SAND 6” UNDER LOCKABLE CAP '
AND 6" ABOVE ER

“\-BRASS

1 1/2” CURB STOP

1 1/2” 45 STREET
ELBOW AND PACK JOINT

&FEMALE I.P. THREADS

GENERAL NOTES:

1.

Fal N

o v

METER BOXES SHALL NOT BE INSTALLED IN CONCRETE OR CONCRETE
DRIVEWAYS. WHEN NECESSARY CREATE PLANTERS FOR METER BOX
INSTALLATION.

STAINLESS STEEL INSERTS ARE REQUIRED FOR ALL PACK JOINTS.

THE SETTER ANGLE STOP SHALL BE A MINIMUM OF 1” ABOVE BOTTOM OF
METER BOX. INSIDE OF BOX SHALL BE CLEAN OF EXCESS SAND OR DEBRIS.
FILL THE ENTIRE AREA AROUND AND UNDER THE METER BOX WITH A
MINIMUM 1° OF SAND.

BRACE ONLY

ALL BRASS AND COPPER SHALL BE LOW LEAD COMPLIANT.
COPPER METER SETTERS, HIGH BY—PASS STYLE: FORD VBH 76-15HB,
MUELLER B2423-29900015—-15, AY—McDONALD 20—R615WDFF665.

ADDENDUM No. 2

BALL VALVE CURB STOP: FORD B11-666—NL, MUELLER B20283N,
AY—McDONALD 76101-1-1/2".

BALL VALVE CORPORATION STOP: FORD FB1101—-6G—NL, MUELLER E25029N,
AY—McDONALD: 74704B-33—1-1/2".

1 1/2” METER SERVICE
W/HIGH BYPASS




(G

(G |

e

VALVE BOX LIDS SHALL BE PER THE ABOVE

12 GAUGE U.S.E. BLUE,
GREEN OR PURPLE
COATED TRACER WIRE
WITH 3° EXTRA WIRE TO
BE USED TO LOCATE
THE MAIN

EJ VALVE BOX OR OLYMPIC
FOUNDRY VB—950 VALVE BOX
"LACEY SEWER” CAST IN LID. SEE
DETAIL 6—12 FOR INSTALLATION

/7 REQUIREMENTS

T .39

-4

~=—6" SDR 35 PVC SEWER PIPE
CONFORMING TO ASTM 3034
INSTALLED OVER PIPE

42” MINIMUM COVER

TIE KNOT TO SECURE TRACER WIRE

TRENCH DEPTH VARIES

DAMAGE TO TRACER WIRE

4 SLOT PIPE TO PREVENT

| vV 1 Vv TRENCH BOTTOM
/4

COMMERCIAL CONCRETE

GENERAL NOTE:

1. TRACER WIRE ACCESS PORT SHALL BE
INSTALLED EVERY 500 FEET WHEN NO
APPURTENANCES ARE CONNECTED TO IT.

ADDENDUM No. 2

LOCATE WIRE ACCESS PORT
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