
T

38

37

40

39

47

54

55

49

52

GENERAL NOTES
1. PLANTING SHALL CONFORM TO ALL CITY OF LACEY CODE REQUIREMENTS, INCLUDING PRESERVATION OF

ADEQUATE INTERSECTION SIGHT DISTANCE LINES/ TRIANGULAR AREAS.

2. INSTALL PERMANENT, AUTOMATIC, UNDERGROUND IRRIGATION TO BE INSTALLED IN A NEW AND RENOVATED
LANDSCAPE AREA.

3. FIELD-ADJUST PLANTINGS NEAR EXISTING TREE ROOTS TO AVOID IMPACTING EXISTING ROOTS.

ABBREVIATIONS

PROPERTY LINE / RIGHT-OF-WAY

PROPOSED STRUCTURE

WORK AREA

GENERAL SYMBOLS LEGEND

AREA OF ENLARGEMENT

DETAIL REFERENCE

ELEVATION

SECTION

REVISION NUMBER

REVISION CLOUD

GRAPHIC SYMBOLS LEGEND

1

ABV ABOVE
ADJ ADJACENT
ALT ALTERNATE
ALN ALIGN
APPRX APPROXIMATE
ARCH ARCHITECTURAL
ASPH ASPHALT
ASTM AMERICAN SOCIETY FOR TESTING AND

MATERIALS

BLDG BUILDING
BO BY OTHERS
BOT BOTTOM
BS BOTH SIDES

CB CATCH BASIN

CI CAST IRON

CL CENTERLINE
CLR CLEAR
CMU
CO CLEAN OUT

CONCRETE MASONRY UNIT

COL COLUMN
CONC CONCRETE
CONST
CONT CONTINUOUS

CONSTRUCTION

CTR CENTER

DBL DOUBLE

DEMO
DET DETAIL

DEMOLISH / DEMOLITION

DIA
DIM DIMENISION

DIAMETER

DS DOWNSPOUT

EA EACH
EJ EXPANSION JOINT
ELEC ELECTRICAL
ELEV ELEVATION
ENCL ENCLOSURE

EQUIP EQUIPMENT
EW EACH WAY
EXIST EXISTING

FBO FURNISHED BY OWNER

FOC FACE OF CONCRETE

FTG FOOTING
FURN FURNITURE/ FURNISHED

GA GAUGE
GALV GALVANIZED
GC GENERAL CONTRACTOR
GND GROUND

HOR HORIZONTAL
HR HOUR
HT/H
HVAC HEATING, VENTILATING & AIR CONDITIONING

HEIGHT / HIGH

ID INSIDE DIAMETER

INFO INFORMATION
INT INTERIOR

MAS MASONRY
MAT MATERIAL
MAX MAXIMUM
MECH
MED MEDIUM

MECHANICAL

MET/MTL METAL
MFR MANUFACTURER
MH
MIN MINUMUM

MANHOLE

MISC MISCELLANEOUS
MIX MIXTURE

N
N/A NOT APPLICABLE

NORTH

NO NUMBER
NOM
NTS NOT TO SCALE

NOMINAL

NIC NOT IN CONTRACT

OC ON CENTER
OD OUTSIDE DIAMETER
OH OVERHEAD

INCL INCLUDING

PC PORTLAND CEMENT/PRECAST CONCRETE

POLY POLYETHYLENE
PT PRESSURE TREATED
PVC POLYVINYL CHLORIDE

QUAL QUALITY

RAD/r RADIUS
RD ROOF DRAIN
REBAR REINFORCING BAR

REQD
REV REVISE / REVISION

SCH SCHEDULE

SECT SECTION
SPEC
SQ SQUARE

SPECIFICATION

ST STONE
STA STATION
STD STANDARD
STL STEEL
SYM SYMMETRICAL
SHT SHEET
STRUCT STRUCTURAL

TEMP TEMPORARY

TOC TOP OF CONCRETE
TOS TOP OF SLAB/ STEEL
TOW/TW TOP OF WALL
TYP TYPICAL

THK THICKNESS

UNO UNLESS NOTED OTHERWISE

V
(V) VERIFY

VENT / VOLT/ VALVE

VERT VERTICAL
VOL VOLUME

REF REFER OR REFERENCE

SS SANITARY SEWER / STAINLESS STEEL

T TREAD / THICK
TC TOP OF CURB

REINF
REM REMOVE

REINFORCED / REINFORCING

REPL
REQUIRED
REPLACE

XFMR TRANSFORMER

CFCI CONTRACTOR FURNISHED 
CONTRACTOR INSTALLED

BM BENCH MARK

CJ CONTROL JOINT

GV GATE VALVE

FG FINISH GRADE

FS FINISHED SURFACE

DWG DRAWING

FDC FIRE DEPARTMENT CONNECTION

PL PROPERTY LINE

CP COORDINATES POINT / CENTER POINT

SD STORM DRAIN

S/W SIDEWALK

& AND
<
@ AT

ANGLE

# NUMBER

CENTERLINE
PROPERTY LINE

PLUS OR MINUS

ROW RIGHT-OF-WAY LINE

℄
⅊

DIAMETER∅
±

BIO BIO-INFILTRATION

CIPC CAST-IN-PLACE CONCRETE

EOP EDGE OF PAVEMENT

FOW FACE OF WALL

CAL CALIPER

DBH DIAMETER AT BREAST HEIGHT

QTY QUANTITY

PA PLANTING AREA

SHEET LIST

00
XX

00
XX

00
XX

GRAPHIC SCALE

0 40 80 FEET

1" = 40 FEET

20KEY PLAN1

EXISTING
BUILDING

3RD AVENUE SE

SHEET NUMBER SHEET TITLE
L0.0 COVER
L0.1 TREE RETENTION
L1.0 PLANTING PLAN
L2.0 SOILS PLAN
L3.0 SCHEMATIC IRRIGATION PLAN
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SEPROPOSED
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EXPANSION
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Revisions:
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DESIGN REVIEW

Lacey, Washington
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ENLARGEMENT

1

GRAPHIC SCALE

0 20 40 FEET

1" = 20 FEET

10TREE RETENTION PLAN

PR
O

PE
R

TY
 L

IN
E

3RD AVE SE

R
O

BI
N

S 
ST

R
EE

T 
SE

Tree # Type Diameter ON-SITE / OFF-SITE REMOVE (YES /NO)

1 UNKNOWN 7" ON-SITE NO
2 UNKNOWN 7" ON-SITE NO
3 UNKNOWN 8" ON-SITE NO
4 UNKNOWN 7" ON-SITE NO
5 UNKNOWN 5" ON-SITE NO
6 UNKNOWN 7" ON-SITE NO
7 UNKNOWN 9" ON-SITE NO
8 UNKNOWN 6" ON-SITE NO
9 UNKNOWN 6" ON-SITE NO

10 UNKNOWN 10" ON-SITE NO
11 UNKNOWN 9" ON-SITE NO
12 UNKNOWN 5" ON-SITE NO
13 UNKNOWN 9" ON-SITE NO
14 UNKNOWN 9" ON-SITE NO
15 UNKNOWN 9" ON-SITE NO
16 UNKNOWN 8" ON-SITE NO
17 UNKNOWN 9' ON-SITE NO
18 UNKNOWN 9" ON-SITE NO
19 BIRCH 10" ON-SITE NO
20 MAPLE 6" ON-SITE NO
21 MAPLE 9" ON-SITE NO
22 MAPLE 10" ON-SITE NO
23 MAPLE 11" ON-SITE NO
24 CONIFER 2"  * ON-SITE NO
25 CONIFER 2"  * ON-SITE NO
26 CONIFER 2"  * ON-SITE NO
27 CONIFER 11" ON-SITE NO
28 UNKNOWN 4" ON-SITE NO
29 UNKNOWN 4" ON-SITE NO
30 UNKNOWN 6" ON-SITE NO
31 MADRONE 3"  * ON-SITE NO
32 MADRONE 6" ON-SITE NO
33 MADRONE 6" ON-SITE NO
34 MADRONE 4" ON-SITE NO
35 MADRONE 6" ON-SITE NO
36 MADRONE 6" ON-SITE NO
37 CONIFER 11" ON-SITE NO
38 CONIFER 8" ON-SITE NO
39 CONIFER 7" ON-SITE NO
40 CONIFER 14" ON-SITE NO
41 CONIFER 10' ON-SITE NO
42 UNKNOWN 5" ON-SITE NO
43 UNKNOWN 4" ON-SITE NO
44 UNKNOWN 5" ON-SITE NO
45 UNKNOWN 6" ON-SITE NO
46 UNKNOWN 6" ON-SITE NO
47 UNKNOWN 9" ON-SITE NO
48 UNKNOWN 14" ON-SITE NO
49 UNKNOWN 9" ON-SITE NO
50 MAPLE 3"  * ON-SITE YES
51 MAPLE 3"  * ON-SITE YES
52 MAPLE 3"  * ON-SITE YES
53 MAPLE 3"  * ON-SITE YES
54 UNKNOWN 11" OFF-SITE NO
55 UNKNOWN 15" OFF-SITE NO
56 MAPLE 12" OFF-SITE NO
57 UNKNOWN 4" OFF-SITE NO
58 UNKNOWN 4" OFF-SITE NO
59 UNKNOWN 4" OFF-SITE NO
60 UNKNOWN 4" OFF-SITE NO

TOTAL TREES ON-SITE 53*
TREES 4" DBH & ABOVE ON-SITE 45
TOTAL REMOVED TREES ON-SITE 0*

EXISTING BUILDING
PROPOSED
BUILDING

EXTENSION

LEGEND

EXISTING TREES TO REMAIN

TREE TO BE REMOVED

TREE PROTECTION FENCING

PROPERTY LINE / RIGHT OF WAY

LIMIT OF WORK

PROPOSED STRUCTURE

1. SEE ARBORIST MEMO FOR ADDITIONAL INFORMATION.
2. SEE SHEET 2 / L0.1 FOR TREE PROTECTION DETAIL.
3. TREE PROTECTION FENCING MUST BE INSTALLED PRIOR TO

COMMENCEMENT OF ANY CONSTRUCTION ACTIVITIES.
4. TREE PROTECTION FENCING TO REMAIN IN PLACE UNTIL SOIL

PLACEMENT AND PLANTING IS COMPLETE.
5. WORK WITHIN TREE PROTECTION AREAS MUST BE MONITORED BY THE

PROJECT ARBORIST; OR OTHER QUALIFIED ARBORIST.

X #

##

TREE RETENTION TABLE

Date: 03/06/2026

AHBL Project Number:

Revisions:

2240036.40

DESIGN REVIEW

Lacey, Washington

Building Expansion

Providence Regional
Cancer System
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TREE RETENTION

L0.1

TREE RETENTION NOTES

ELEVATION

FENCING/ROOT PROTECTION

1. FENCING TO BE PROVIDED AND MAINTAINED AT CANOPY DRIP LINE.
2. TREE PROTECTION FENCE SHOULD BE MAINTAINED THROUGHOUT

GRADING AND CONSTRUCTION AND SHALL NOT BE REMOVED UNTIL
FINAL ACCEPTANCE.

3. ALL BRUSH CLEANUP WITHIN DRIP LINE SHOULD BE COMPLETED BY
HAND TO PREVENT DISTURBANCE OF NATIVE GROUND COVERS.

4. NO WIRES, CABLES, OR OTHER DEVICES SHALL BE ATTACHED TO
PROTECTED TREES DURING CONSTRUCTION.

5. CONTRACTOR SHALL REFER TO PLANS AND SPECIFICATIONS FOR
ADDITIONAL INFORMATION.

TRENCHING/EXCAVATION

CRITICAL ROOT ZONE
1. NO DISTURBANCE ALLOWED WITHOUT SITE-SPECIFIC INSPECTION

AND APPROVAL OF METHODS TO MINIMIZE ROOT DAMAGE.

DRIP LINE
1. LANDSCAPE ARCHITECT'S APPROVAL REQUIRED FOR USE/ACCESS

WITHIN DRIP LINE.
2. NO SOIL DISTURBANCE OR ACTIVITY ALLOWED WITHIN FENCED

AREAS, SUCH AS MATERIAL STORAGE/STOCKPILING, PARKING,
EXCAVATION, DUMPING OR WASHING.

3. ANY TRENCHING SUBJECT TO FIELD INSPECTION AND APPROVAL
BY LANDSCAPE ARCHITECT.

FEEDER ROOT ZONE
1. OPERATION OF HEAVY EQUIPMENT AND/OR STOCKPILING OF

MATERIALS SUBJECT TO LANDSCAPE ARCHITECT'S APPROVAL.
2. MINIMIZE TRENCH WIDTH WHEN USING HEAVY EQUIPMENT.

SURFACE PROTECTION* MEASURES MAY BE REQUIRED.
3. LIMIT ANY DISTURBANCE TO MAXIMUM 1/3 OF FEEDER ROOT ZONE.
4. IF ROOTS GREATER THAN 2 INCH FOUND OUTSIDE OF FENCING,

PROTECT BY HAND EXCAVATION AND, IF NECESSARY, CUT
CLEANLY AND KEEP MOIST.

5. USE 3 INCHES OR DEEPER WOOD CHIP MULCH OUTSIDE FENCED
AREAS TO PROTECT FEEDER ROOTS.

*SURFACE PROTECTION MEASURES
6-8" MULCH LAYER, 3/4"PLYWOOD, OR STEEL PLATES

DRIP LINE

4'
-0

"

CRITICAL ROOT ZONE
DIA=1/2X

DIA=X

FEEDER ROOT ZONE

WOOD POST 8' OC
MAX SPACING.
INSTALL AT A MIN.
OF 2'-0" BELOW
GRADE.

ORANGE VINYL
DIAMOND MESH
CONSTRUCTION
FENCING, TYP.

DIA=2X

USE 8" WIRE 'U' TO
SECURE FENCE
BOTTOM, TYP.

TREE PROTECTION DETAIL
3/16" = 1'-0" P-2024-PRO1-06

2

* VEGETATION PROPOSED FOR REMOVAL NOT CLASSIFIED AS TREE  PER LACEY MUNICIPAL CODE
14.32.030.P.

03/04/2026
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T

SYMBOL BOTANICAL NAME COMMON NAME CONT. SIZE QTY

TREES

ACER PALMATUM 'KATSURA' KATSURA JAPANESE MAPLE CONT/B&B 7'-8' HT 3

CHAMAECYPARIS OBTUSA 'GRACILIS' SLENDER HINOKI FALSE CYPRESS CONT/B&B 6-8' HT 2

STYRAX JAPONICUS 'SNOW DROPS' SNOW DROPS DWARF JAPANESE SNOWBELL CONT/B&B 1.5" CAL 2

SYMBOL BOTANICAL NAME COMMON NAME CONT. QTY

SHRUBS
AZALEA X 'ROBLEV' AUTUMN IVORY® ENCORE® AZALEA 3 GAL 86
BUXUS X 'GREEN VELVET' GREEN VELVET BOXWOOD 3 GAL 18
CAREX MORROWII 'ICE DANCE' ICE DANCE JAPANESE SEDGE 1 GAL 159
HAKONECHLOA MACRA 'ALL GOLD' ALL GOLD JAPANESE FOREST GRASS 1 GAL 20
MAHONIA X MEDIA 'WINTER SUN' WINTER SUN MAHONIA 5 GAL 1
PACHYSANDRA TERMINALIS 'GREEN CARPET' GREEN CARPET JAPANESE PACHYSANDRA 1 GAL 177
PRUNUS LAUROCERASUS 'MT VERNON' MT. VERNON LAUREL 2 GAL 8
RHODODENDRON X 'DORA AMATEIS' DORA AMATEIS RHODODENDRON 5 GAL 7
SARCOCOCCA HOOKERIANA HUMILIS TRAILING SWEETBOX 2 GAL 55

SYMBOL BOTANICAL NAME COMMON NAME CONT. SPACING QTY

GROUND COVERS
MULCH RESTORATION - - HEM/FIR BARK MULCH MULCH 143 SF

TURF HYDROSEED DROUGHT TOLERANT FESCUE BLEND HYDROSEED 1,342 SF

PLANT SCHEDULE

1

GRAPHIC SCALE

0 20 40 FEET

1" = 20 FEET

10PLANTING PLAN

3RD AVE SE
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PROPERTY LINE

PROPERTY LINE

EXISTING BUILDING
PROPOSED
BUILDING

EXTENSION

LEGEND

NOTES
1. SEE SHEET L0.1 FOR TREE RETENTION PLAN.
2. ALL NEW AND RENOVATED LANDSCAPES AREA TO RECEIVE

PERMANENT, AUTOMATIC, UNDERGROUND IRRIGATION.

PROPERTY LINE / RIGHT OF WAY

LIMIT OF WORK

PROPOSED STRUCTURE

EXISTING TREES TO REMAIN

Date: 03/06/2026

AHBL Project Number:

Revisions:

2240036.40

DESIGN REVIEW

Lacey, Washington

Building Expansion

Providence Regional
Cancer System
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PLANTING PLAN

L1.0

CONIFER TREE PLANTING
3/8" = 1'-0"

3X ROOTBALL

ROOT BALL
3

L3.0

DO NOT DISTURB SUBGRADE
BELOW ROOTBALL TO REDUCE
SETTLING

3"
 M

U
LC

H

NOTES:
1. TREES NOT PLANTED IN CONFORMANCE WITH THIS DETAIL WILL BE
REJECTED BY THE LANDSCAPE ARCHITECT. REPLACEMENT OF REJECTED
TREES WILL BE DONE AT THE CONTRACTOR'S EXPENSE.
2. PLANTING INCLUDES REMOVAL OF STAKES ONE YEAR AFTER
INSTALLATION.

SCARIFY SIDES OF PLANTING PIT

BACKFILL WITH EXISTING SOIL

3"-4" HIGH WATERING RING

AT TIME OF PLANTING, TRIM
DAMAGED BRANCHES

STAKE TREE WITH TWO 2"X2"X8'
STAKES SPREAD ACROSS FROM
EACH OTHER

APPROVED TREE TIE MATERIAL
SET LOOSE TO ALLOW FOR
TRUNK GROWTH

DRIVE STAKES 6"-12" INTO
UNDISTURBED SOIL BELOW
ROOTBALL

3" MULCH. NO MULCH AGAINST
TRUNK

1
P-2024-PRO1-24

DRIVE STACKS 6"-12" INTO
UNDISTURBED SOIL BELOW
ROOTBALL

DO NOT DISTURB SUBGRADE
BELOW ROOTBALL TO REDUCE
SETTLING

BACKFILL WITH EXISTING SOIL

SCARIFY SIDES OF PLANTING PIT

3"-4"HIGH WATERING RING

DRIVE STAKES AT ROOTBALL
EDGE

3" MULCH NO MULCH AGAINST
TRUNK

APPROVED TREE TIE MATERIAL
SET LOOSE TO ALLOW FOR
TRUNK GROWTH

STAKE TREE WITH TWO 2"X2"X8'
STAKES SPREAD ACROSS FROM
EACH OTHER

AT TIME OF PLANTING, TRIM
DAMAGED BRANCHES

ROOTBALL

NOTES:
1. TREES NOT PLANTING IN CONFORMANCE WITH THIS DETAIL WILL BE REJECTED BY THE

LANDSCAPE ARCHITECT. REPLACEMENT OF REJECTED TREES WILL BE DONE AT THE
CONTRACTOR'S EXPENSE.

3X ROOTBALL

DECIDUOUS TREE PLANTING
3/8" = 1'-0"

3
L3.0

2
P-2024-PRO1-83

ROOTBALL DETAIL
1" = 1'-0"

1"
 M

IN
.

NOTES:
1. TREES PLANTED TOO DEEP WITHOUT EXPOSING ROOT FLARE WILL BE REJECTED AND

SHALL BE REMOVED AND REPLANTED AT PROPER DEPTH.
2. REPLACEMENT OR REPLANTING OF REJECTED TREES WILL BE DONE AT THE

CONTRACTOR'S EXPENSE.
3. REMOVE EXCESS SOIL THAT MAY  HAVE ACCUMULATED ABOVE THE TRUNK FLARE PRIOR

TO DIGGING AT NURSERY. EXPOSE AND LOCATE TRUNK FLARE PRIOR TO PLANTING.
4. PRUNE ANY GIRDLING OR  ADVENTITIOUS ROOTS PRIOR TO BACKFILLING.

ROOTBALL

TRUNK FLARE

BOTTOM OF TRUNK FLARE.
LOCATE BOTTOM OF TRUNK
FLARE 1" MIN. ABOVE ADJACENT
FINISH GRADE

MULCH LAYER, HOLD OFF
FROM TREE TRUNK

FINISH GRADE

REMOVE WIRE BASKET (NO
EXCEPTIONS) AND ANY OTHER
SYNTHETIC MATERIAL FROM
ROOTBALL. CUT BACK AND
REMOVE BURLAP FROM TOP
AND SIDE OF ROOTBALL

SET BALL ON COMPACTED SOIL
MOUND TO PREVENT SETTLING

3
P-2024-PRO1-01

NOTE:
1. ALL GROUNDCOVER TO BE PLANTED AT EQUAL TRIANGULAR SPACING PER O.C.

SPACING ON LEGEND.

2X ROOTBALL

GROUNDCOVER PLANTING PLAN

GROUNDCOVER PLANTING
1/2" = 1'-0"

BACKFILL W/ EXCAVATED
SOIL. WATER
THOROUGHLY.

3" OF MULCH. NO MULCH
AGAINST THE BASE OF THE
PLANT

SP
AC

IN
G

 X
 .8

6 
FO

R
TR

IA
N

G
U

LA
R

 P
AT

TE
R

N

12
" M

IN
FR

O
M

 C
U

R
B

SPACING AS
SPECIFIED

4
P-2024-PRO1-59

SHRUB PLANTING - AMENDED PLANTING PIT
1/2" = 1'-0" L-SP1-PLA-12

CONTAINER

BACKFILL WITH PLANTING SOIL

MULCH AS SPECIFIED

ROOTBALL RESTS ON
UNDISTURBED SUBGRADE

VERIFY THAT THE ELEVATION AT
WHICH THE SHRUB WAS GROWN IS
THE TOP OF THE ROOTBALL; ALIGN
TOP OF ROOTBALL WITH FINISHED
GRADE.

REMOVE CONTAINER AND LIGHTLY
SCARIFY SIDES OF ROOTBALL

3"
-4

" H
IG

H
 S

O
IL

 B
ER

M
 A

R
O

U
N

D
ED

G
E 

O
F 

R
O

O
TB

AL
L,

 T
YP

. KEEP SOIL AND MULCH 2" CLEAR
OF ROOT COLLAR

SCARIFY SIDES OF PLANTING PIT

3"
-4

" H
IG

H
 S

O
IL

 B
ER

M
 A

R
O

U
N

D
ED

G
E 

O
F 

R
O

O
TB

AL
L,

 T
YP

.

BALL AND BURLAP

BACKFILL WITH
PLANTING SOIL

MULCH AS SPECIFIED

ROOTBALL RESTS ON
UNDISTURBED SUBGRADE

VERIFY THAT THE ELEVATION
AT WHICH THE SHRUB WAS
GROWN IS THE TOP OF THE
ROOTBALL; ALIGN TOP OF
ROOTBALL WITH FINISHED
GRADE.

REMOVE BURLAP AND WIRE
FROM TOP AND SIDES OF
ROOTBALL

KEEP SOIL AND MULCH 2"
CLEAR OF ROOT COLLAR

SCARIFY SIDES OF
PLANTING PIT

3X WIDTH OF ROOTBALL3X WIDTH OF ROOTBALL

NOTES:
1. PIT EXCAVATION SHALL BE DONE BY HAND WITHIN TREE PROTECTION FENCING.
2. SEE SPECIFICATIONS FOR SOIL AND PLANTING REQUIREMENTS.

5 03/04/2026
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SYMBOL CODE DESCRIPTION QTY DETAIL

SOIL AMENDMENTS
SOIL AMENDMENTS 4,041 SF 1/L4.0SA-101

SOILS SCHEDULE

T

ENLARGEMENT

1

GRAPHIC SCALE

0 20 40 FEET

1" = 20 FEET

10SOILS PLAN

3RD AVE SE
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PROPERTY LINE

PROPERTY LINE

EXISTING BUILDING
PROPOSED
BUILDING

EXTENSION

LEGENDNOTES
1. SEE SHEET L0.1 FOR TREE RETENTION PLAN.
2. SEE SHEET L1.0 FOR PLANTING PLAN.
3. ALL NEW AND RENOVATED LANDSCAPES AREA TO RECEIVE

PERMANENT, AUTOMATIC, UNDERGROUND IRRIGATION.

PROPERTY LINE / RIGHT OF WAY

LIMIT OF WORK

PROPOSED STRUCTURE

EXISTING TREES TO REMAIN

Date: 03/06/2026

AHBL Project Number:

Revisions:

2240036.40

DESIGN REVIEW

Lacey, Washington

Building Expansion

Providence Regional
Cancer System
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SOILS PLAN

L2.0

SOIL AMENDMENT
1 1/2" = 1'-0"

8"
4"

MULCH

LOOSE SOIL W/ VISIBLE DARK
ORGANIC MATTER

LOOSE OR FRACTURED
SUBSOIL

NOTES:
1. TEST HOLES SHOULD BE ABOUT ONE FOOT DEEP (AFTER FIRST

SCRAPING AWAY ANY MULCH) AND ABOUT ONE FOOT SQUARE.

1
P-2024-PRO1-65

03/04/2026
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T

M BF
D

2 1/2"

EXISTING
AUTOMATIC VALVES

EXISTING
AUTOMATIC VALVES

SYMBOL DESCRIPTION QTY

EXISTING IRRIGATION TO BE REVISED
HEAD TO HEAD SHRUB SPRAY COVERAGE FOR ALL NEW
PLANTING AREAS. MATCH EXISTING COMPONENTS OR
PROVIDE EQUAL.

3,614 SF

SYMBOL MANUFACTURER/MODEL/DESCRIPTION

EXISTING RAIN BIRD PEB-PRS-D
1IN., 1-1/2IN., 2IN. PLASTIC INDUSTRIAL REMOTE CONTROL
VALVE.  LOW FLOW OPERATING CAPABILITY, GLOBE
CONFIGURATION. WITH PRESSURE REGULATOR MODULE.

EXISTING BRASS QUICK COUPLER VALVE
RAIN BIRD 3RC
EXISTING BRASS BALL VALVE

IRRIGATION SCHEDULE

EXISTING DRAIN VALVE
3/4" ANGLE VALVE FOR MANUAL DRAIN

FEBCO 850 1-1/2"
DOUBLE CHECK BACKFLOW PREVENTION, 1/2IN. TO 2IN.

WATER METER 1"
EXISTING 1" IRRIGATION WATER METER

IRRIGATION LATERAL LINE: PVC SCHEDULE 40

IRRIGATION MAINLINE: PVC SCHEDULE 40

EXISTING IRRIGATION MAINLINE: PVC SCHEDULE 40

PIPE SLEEVE: PVC SCHEDULE 40

EXISTING PIPE SLEEVE: PVC SCHEDULE 40
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0 20 40 FEET

1" = 20 FEET
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PROPERTY LINE

PROPERTY LINE

STREET TREES - MAINTAIN SERVICE
PROVIDED FROM ZONE 21 OF
EXISTING IRRIGATION SYSTEM.
UTILIZE EXISTING SLEEVING.

EXISTING PLANTING BED - REVISE
SERVICE PROVIDED FROM ZONE 22
OF EXISTING IRRIGATION SYSTEM

PARKING LOT LANDSCAPE - MAINTAIN
SERVICE PROVIDED FROM ZONES 16-18 OF
EXISTING IRRIGATION SYSTEM. TIE IN
REVISED MAINLINE TO EXISTING VALVES.

NEW PLANTING BED - REVISE
SERVICE PROVIDED FROM ZONES 19
AND 20 OF EXISTING IRRIGATION
SYSTEM

DEMO EXISTING 2 1/2" MAINLINE. RE-ROUTE
AROUND PROPOSED STRUCTURE AND TIE IN
TO EXISTING VALVES.

NEW 2 1/2" SCH. 40 PVC MAINLINE

EXISTING BUILDING
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EXISTING IRRIGATION P.O.C.
STATIC PRESSURE = 60PSI PER AS BUILTS

QUICK COUPLER

WATER PURVEYOR: CITY OF LACEY PUBLIC WORKS
CONTACT INFO: 360-491-5616

1. THIS DESIGN ADDS A NEW IRRIGATION SYSTEM FOR THE AREAS AFFECTED BY 
CONSTRUCTION OF THE 2000 SF BUILDING EXPANSION.

2. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING IRRIGATION EQUIPMENT AND
ZONES IMPACTED BY THE CONSTRUCTION OF THIS PROJECT PRIOR TO
CONSTRUCTION. PROVIDE SHOP DRAWINGS INDICATING ZONE FLOW AND HEAD
LOCATION OF AFFECTED ZONES AND HOW THE CONTRACTOR INTENDS TO
ADJUST THE EXISTING SYSTEM TO ACCOMMODATE NEW ZONES.

3. PROVIDE TEMPORARY IRRIGATION TO ALL UNDISTURBED ZONES DURING
CONSTRUCTION.

GENERAL IRRIGATION NOTES

SCHEMATIC
IRRIGATION PLAN

L3.0
Date: 03/06/2026

AHBL Project Number:

Revisions:

2240036.40

DESIGN REVIEW

Lacey, Washington

Building Expansion

Providence Regional
Cancer System
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PROPERTY LINE / RIGHT OF WAY

LIMIT OF WORK

PROPOSED STRUCTURE

EXISTING TREES TO REMAIN

REPAIR EXISTING IRRIGATION
AS IMPACTED BY CONSTRUCTION
OF CURB AND RAMP.

INSTALL SLEEVE UNDER PAVEMENT
AND EXTEND IRRIGATION IN TO
WEST SIDE OF PLANTER.

REPAIR EXISTING IRRIGATION
IMPACTED BY SEWER LINE EXTENSION

TO PRE-CONSTRUCTION STATE.

03/04/2026
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LANDSCAPE PLAN
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