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1.0 Introduction 

In 1972, Congress passed the Federal Water Pollution Control Act (FWPCA), also known as the 
Clean Water Act (CWA), to restore and maintain the quality of the nation's waterways.  The 
ultimate goal was to make sure rivers and streams were fishable, swimmable, and drinkable.  In 
1987, the Water Quality Act (WQA) added provisions to the CWA that allowed the Environmental 
Protection Agency to govern stormwater discharges from construction sites.  The National 
Pollutant Discharge Elimination System (NPDES) General Permit includes provisions for 
development of a Stormwater Pollution Prevention Plan (SWPPP) to maximize the potential 
benefits of pollution prevention and sediment and erosion control measures at construction sites.   

The proposed project will disturb less than 1 acre of area, and therefore is not required to obtain 
an NPDES General Permit for Stormwater Associated with Construction Activities. 

The Department of Ecology (DOE) 2019 Stormwater Management Manual for Western 
Washington (SMMWW), in conjunction with the 2022 City of Lacey Stormwater Design Manual 
(CLSDM), requires a Construction SWPPP for projects that add or replace more than 
2,000 square feet of impervious surfaces.  The proposed project will exceed this threshold; 
therefore, a Construction SWPPP is required. 

Development, implementation, and maintenance of the Construction SWPPP will provide the 
selected General Contractor with the framework for reducing soil erosion and minimizing 
pollutants in stormwater during construction.  The Construction SWPPP will: 

• Define the characteristics of the site and the type of construction that will occur. 

• Describe the practices that will be implemented to control erosion and the release of 
pollutants in stormwater. 

• Create an implementation schedule to ensure that the practices described in this 
Construction SWPPP are in fact implemented, and to evaluate the plan's effectiveness in 
reducing erosion, sediment, and pollutant levels in stormwater discharged from the site.  

• Describe the final stabilization/termination design to minimize erosion and prevent 
stormwater impacts after construction is complete. 

This Construction SWPPP: 

• Identifies the Certified Erosion and Sedimentation Control Lead (CESCL) with a description 
of this person's duties. 

• Identifies the Stormwater Pollution Prevention Team (SWPP Team) that will assist in 
implementation of the Construction SWPPP during construction. 

• Describes the existing site conditions, including existing land use, for the site, the soil types 
at the site, as well as the location of surface waters that are located on or next to the site. 

• Identifies the body or bodies of water that will receive runoff from the construction site, 
including the ultimate body of water that receives the stormwater.  

• Identifies the drainage areas and potential stormwater contaminants. 

• Describes the stormwater management controls and various Best Management Practices 
(BMPs) necessary to reduce erosion, sediment, and pollutants in stormwater discharge. 

• Describes the facility monitoring plan and how controls will be coordinated with construction 
activities.  

• Describes the implementation schedule and provisions for amendment of the plan. 
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2.0 Project Description  

The Lacey Providence Regional Cancer System (PRCS) East Infusion Expansion project 
proposes the redevelopment of Tax Parcel 11817410500.  The project will construct an 
approximately 2,834 square foot one-story building addition at the east side of the existing 
building.  Utility improvements include new downspouts and a connection to the existing on-site 
stormwater drainage system, and a new sanitary sewer service line.  The project site is located 
within a portion of the Northeast Quarter of the Southeast Quarter of Section 17, Township 18 
North, Range 1 West of the Willamette Meridian, within the City of Lacey, Thurston County, 
Washington.  The project site is bounded by 3rd Avenue SE to the north, Robbins Street to the 
east, and commercial properties to the south and west.  Refer to Exhibit 1-1, Vicinity Map.  

3.0 Existing Site Conditions 

The existing site is located at 4525 3rd Avenue SE within the City of Lacey, Washington.  The 
project site is approximately 0.20 acres in size and is located within parcel 11817410500.  The 
project site is currently developed with the Lacey Providence Regional Cancer System and 
associated parking lot, pedestrian walkways, and landscaping.  The existing site topography 
slopes generally from the west to east, with elevations ranging from 200 to 196 feet.  Refer to 
Exhibit 1-2, Existing Conditions Map. 

4.0 Adjacent Areas and Drainage 

No stormwater drainage from other parcels is known to enter the project site. 

5.0 Critical Areas 

There are no known environmentally sensitive areas on or down-gradient of the property.  The 
site is not located in an aquifer recharge area.  No wellheads are located in the vicinity of the 
project site.  No channels, swales, or ditches are used to convey stormwater in the existing or 
proposed conditions.  No drainage problems are known to be associated with the project site.  No 
other known critical areas are found on, or down gradient, of the project site. 

6.0 Soils 

Existing site soils will be exposed during construction and recompacted with the proposed 
improvements.  Soils shall be protected per the temporary erosion plan.  

A Geotechnical Engineering Study was not required for this project.  Per the NRCS Soil Survey, 
the site consists of Alderwood gravelly sandy loam at 8 to 15 percent slopes. 

7.0 Potential Erosion Problems 

Soils are moisture sensitive, and therefore, the largest potential erosion problem is the control of 
construction stormwater and the transport of site sediment.  The proposed project has a 
temporary erosion control plan to mitigate that risk.  

8.0 Construction Stormwater Pollution Prevention Elements 

The purpose of this section is to describe how each of the 13 Construction Stormwater Pollution 
Prevention elements has been addressed and to identify the type and location of BMPs used to 
satisfy the required element.  If an element is not applicable to the project, a reason is provided.  
Refer to Exhibit 3 for details of the applicable BMPs discussed in this section. 
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8.1 Mark Clearing Limits 

Prior to beginning land-disturbing activities, clearing limits will be marked with high visibility plastic 
or metal fence (BMP C103).  Significant vegetation to remain will be marked and protected by 
fencing.  Refer to Exhibits 1-3, TESC Plan, Notes, and Details. 

8.2 Establish Construction Access 

The site will be accessed from 3rd Avenue SE via a private road and an existing driveway.  The 
project site is small and will not allow for a construction entrance.  Though it is not expected, 
should sediment tracking occur on connecting public roads, the contractor will be required to 
sweep the impacted roadways.  Dump trucks hauling material to and from the site will be covered 
by a tarp. 

8.3 Control Flow Rates 

Silt Fence will be utilized to control flow rates on the project site during construction.  Stormwater 
runoff drainage patterns will mimic the existing condition during construction.  

8.4 Install Sediment Controls 

As part of the initial construction activities, Silt Fence (BMP C233) will be installed to trap 
sediment onsite. 

8.5 Stabilize Soils 

To protect soil from the erosive forces of raindrops, flowing water, and wind, the following BMPs 
will be implemented: 

• All disturbed areas that will remain unworked will be stabilized with temporary hydroseed 
within 2 days (October 1 - March 31) or 7 days (April 1 - September 30).  

• After fertilizing, all areas that will not be impacted by construction will be seeded 
(BMP C120). 

• Topsoil stockpiles will be stabilized with plastic coverings (BMP C123). 

• Dust control (BMP C140) will be provided by sprinkling the site with water.  

• Permanent erosion control measures will include site paving and seeding of exposed soils.   

8.6 Protect Slope 

Slopes vulnerable to erosion do not exist on the project site and are not proposed as part of the 
project.  Should slopes be created on the project site the slopes will be protected to minimize 
erosion using seeding as the slopes are not steep.  Slope protection in the form of netting or a 
similar product may be used per BMP C122: Nets and Blankets. 

8.7 Protect Drain Inlets 

Storm drain inlets shall be protected so surface water runoff does not enter the conveyance 
system without first being filtered.  Inlets shall be inspected weekly, at a minimum, and daily 
during storm events.  Storm Drain Inlet Protection (BMP C220) will be provided. 
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8.8 Stabilize Channels and Outlets 

If necessary, Interceptor Swales (BMP C200) can be used to divert stormwater away from the 
construction area and direct it to a desired location onsite.  Stabilized channels will not be 
necessary for the project unless swales have a slope greater than 2.0 percent. 

8.9 Control Pollutants 

All waste materials will be collected and stored in a securely closed metal dumpster.  All trash 
and construction debris from the site will be deposited in the dumpster.  The dumpster will be 
emptied a minimum of once per week, and the trash will be hauled to the local landfill.  No 
construction materials will be buried onsite.  All personnel will be instructed regarding the correct 
procedure for waste disposal.  All sanitary waste will be collected from the portable units a 
minimum of three times per week.  Good housekeeping and spill control practices will be followed 
during construction to minimize stormwater contamination from petroleum products, fertilizers, 
and concrete.  

Table 1 below lists several pollutants that are commonly found on construction sites that have the 
potential to contaminate storm runoff.  These pollutants will be present, mainly in areas of building 
and pavement construction.  The Contractor and the CESCL will be responsible for identifying 
areas where these pollutants are being used and monitor runoff coming from these areas.  
Pollutant sources will be covered with plastic if contaminated runoff is observed from these areas.  
If contaminated runoff is found in the collected sediments or soils, the CESCL will direct the 
Contractor to remove the polluted water/soil and dispose of it in an approved area offsite. 

Table 1 – Potential Construction Site Stormwater Pollutants 

Trade Name Material Chemical/Physical 
Description(1) 

Stormwater Pollutants(1) 

Pesticides (insecticides, 
fungicides, herbicide, 
rodenticides) 

Various colored to colorless 
liquid, powder, pellets, or 
grains 

Chlorinated hydrocarbons, 
organophosphates, carbamates, 
arsenic 

Fertilizer Liquid or solid grains Nitrogen, phosphorous 

Plaster White granules or powder Calcium sulphate, calcium 
carbonate, sulfuric acid 

Cleaning solvents Colorless, blue, or yellow-
green liquid 

Perchloroethylene, methylene 
chloride, trichloroethylene, 
petroleum distillates 

Asphalt Black solid Oil, petroleum distillates 

Concrete White solid Limestone, sand 

Glue, adhesives White or yellow liquid Polymers, epoxies 

Paints Various colored liquid Metal oxides, Stoddard solvent, talc, 
calcium carbonate, arsenic 

Curing compounds Creamy white liquid Naphtha 

Wastewater from construction 
equipment washing 

Water Soil, oil & grease, solids 

Wood preservatives Clear amber or dark brown 
liquid 

Stoddard solvent, petroleum 
distillates, arsenic, copper, 
chromium 

Hydraulic oil/fluids Brown oily petroleum 
hydrocarbon 

Mineral oil 

Gasoline Colorless, pale brown or pink 
petroleum hydrocarbon 

Benzene, ethyl benzene, toluene, 
xylene, MTBE 

Diesel fuel Clear, blue-green to yellow 
liquid 

Petroleum distillate, oil & grease, 
naphthalene, xylenes 

Kerosene Pale yellow liquid petroleum 
hydrocarbon 

Coal oil, petroleum distillates 
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Trade Name Material Chemical/Physical 
Description(1) 

Stormwater Pollutants(1) 

Antifreeze/coolant Clear green/yellow liquid Ethylene glycol, propylene glycol, 
heavy metals (copper, lead, zinc) 

Erosion Solid Particles Soil, Sediment 
(1) Data obtained from MSDS when available 

8.9.1 Required BMPs 

The following BMPs or equivalent measures are required of all businesses and agencies during 
concrete pouring and asphalt application at temporary sites: 

• Employees must be educated on the pollution hazards of concrete and asphalt application 
and cutting. 

• Loose aggregate chunks and dust must be swept or shoveled and collected (not hosed 
down a storm drain) for recycling or proper disposal at the end of each work day, especially 
at work sites such as streets, driveways, parking lots, sidewalks, curbs, and gutters where 
rain can readily pick up the loose material and carry it to the nearest stormwater 
conveyance.  Small amounts of excess concrete, grout, and mortar can be disposed of in 
the trash. 

• Storm drain covers or similarly effective containment devices must be placed over all 
nearby drains at the beginning of each day.  Shovel or vacuum slurry and remove from the 
site.  All accumulated runoff and solids must be collected and properly disposed at the end 
of each workday, or more often if necessary. 

• If directed to a drain, a catch basin filter insert must be used to remove the solids.  This is 
especially useful if the activity must proceed on rainy days.   

• Cleaning of concrete application and mixing equipment or concrete vehicles on the work 
site must be done in a designated area where the rinse water is controlled.  Concrete rinse 
water is processed wastewater and cannot be discharged, nor can the waste material be 
placed on the ground; wastewater shall be placed into a lined containment for proper 
disposal. 

The use of any treatment BMP must not result in the violation of groundwater, surface water, or 
drinking water quality standards. 

8.9.2 Discharge to an Impaired Water Body 

No construction or developed runoff will discharge to an impaired water body. 

8.10 Control Dewatering 

Dewatering is considered the removal of water from excavations or the prevention of water from 
entering excavations by drawing down the water table prior to excavation.  Discharge of 
groundwater or stormwater that is removed from excavations or other points of accumulation is 
prohibited, unless the water meets the discharge requirements.  Dewatering water from properly 
constructed dewatering wells generally meets discharge requirements without additional 
treatment.  However, water removed from active excavations, footing drains, or vaults may 
require treatment to meet discharge requirements. 

Dewatering is not anticipated for this project, however, should dewatering become necessary it 
shall be mitigated by the contractor when performing excavations.  Sumps equipped with 
submersible pumps may be constructed within excavations to collect and pump groundwater from 
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excavations.  Dewatering water may be managed onsite in upland impoundments, transported 
offsite for management, or disposed to the sanitary sewer, provided approval. 

8.11 Maintain BMPs 

Temporary and permanent erosion and sediment control BMPs shall be maintained and repaired 
as needed to assure performance of their intended functions. 

Sediment control BMPs such as silt fencing, slope blankets, and drain inlet protection shall be 
inspected weekly or after a runoff-producing event.  Temporary erosion and sediment control 
BMPs will be removed within 30 days after final site stabilization is achieved.  The following 
inspection and maintenance practices will be used to maintain erosion and sediment controls: 

• Built-up sediment will be removed from silt fencing when it has reached one-third the height 
of the fence. 

• Silt fences will be inspected for depth of sediment, tears in the fabric, attachment to the 
fence posts, and to ensure that fence posts are firmly in the ground.  Accumulated 
sediment will be removed from behind the fence.  

• Check dams will be inspected for depth of sediment.  Accumulated sediment will be 
removed when it reaches 6 inches in depth. 

• Temporary and permanent seeding will be inspected for bare spots, washouts, and healthy 
growth. 

• The Contractor CESCL will provide erosion control inspection services and stormwater 
disposal monitoring through construction.  The City Inspector will be notified of daily 
construction activities and scheduled meetings between the CESCL and the Contractor.   

The maintenance inspection report will be made after each inspection.  Copies of the report forms 
to be completed by the CESCL are attached as Exhibit 2 of this Construction SWPPP.  
Completed forms will be provided to the City Inspector and will also be maintained onsite during 
the entire construction project.  If construction activities or design modifications are made to the 
site plan that could impact stormwater, or if AHBL determines that the measures are not 
adequate to prevent erosion and the discharge of sediment from the site (based on turbidity 
measurements), this Construction SWPPP will be amended appropriately.  The amended 
Construction SWPPP will have a description of the new activities that contribute to the increased 
pollutant loading and the planned source control activities. 

8.12 Manage the Project 

The following practices will be required during construction to properly manage activities: 

• Comply with seasonal work limitations. 

• Inspect, maintain, and repair BMPs. 

• Identify a CESCL. 

• Maintain the Construction SWPPP onsite at all times, including narrative and plans. 

8.13 Protect Low Impact Development BMPs 

All Low Impact Development (LID) BMPs shall be protected through the construction process and 
after construction is complete.  During construction, all BMPs shall be clearly marked and 
identified.  LID BMPs shall also be properly maintained throughout construction and after 
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construction is finished.  Refer to the Operations and Maintenance Manual (under separate 
cover) for more information regarding maintaining BMPs throughout the site. 

9.0 Construction Sequence and Phasing 

9.1 Construction Sequence 

The construction sequence is described below: 

1. Arrange and attend a pre-construction meeting with the City of Lacey. 

2. Stake/flag clearing and construction limits. 

3. Construct all temporary erosion control BMPs according to the TESC plan.  Install inlet 
sediment protection in existing catch basins. 

4. Pothole existing utilities at locations where new utilities will connect or cross.  Contractors 
shall verify location and invert elevations of existing utilities and notify engineer if existing 
conditions conflict with proposed design. 

5. Demolish existing site features indicated for removal. 

6. Maintain erosion control measures in accordance with the City of Lacey standards and 
manufacturer’s recommendations. 

7. Rough grade site.  All grading shall be done in conformance with the grading plan. 

8. Construct storm system and install inlet sediment protection to new catch basins. 

9. Apply erosion control mulch and seeding, straw mulch, or equal to areas that will not be 
brought to final grade or permanently vegetated within 7 days of exposure during the dry 
season, and 2 days during the wet season. 

10. Relocate erosion control measures or install new measures so that, as site conditions 
change, the erosion and sediment control is always in accordance with the City of Lacey 
SWPPP minimum requirements. 

11. Final grade site and install surface treatments.  Ensure that surface water is positively 
directed toward the proposed storm collection facilities and upon approval from the City of 
Lacey. 

9.2 Construction Phasing 

The construction for this project will be completed in one phase. 

10.0 Construction Schedule  

Construction is scheduled to begin in the summer of 2026 and is expected to be completed by 
early spring 2027.  Based on the construction schedule, construction will be ongoing during the 
wet season.  During construction, measures will be taken to prevent the transportation of 
sediment from the site to receiving waters.  These measures include the use of: 

• Temporary and Permanent Seeding (BMP C120) 

• Mulching (BMP C121) 
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• Plastic Covering (BMP C123) 

• Topsoiling/Composting (BMP C125) 

• Dust Control (BMP C140) 

• Materials on Hand (BMP C150) 

• Concrete Handling (BMP C151) 

• Sawcutting and Surfacing Pollution Prevention (BMP C152) 

• Material Delivery, Storage, and Containment (BMP C153) 

• Interceptor Dike and Swale (BMP C200) 

• Check Dams (BMP C207) 

• Storm Drain Inlet Protection (BMP C220) 

• Silt Fence (BMP C233) 

11.0 Financial/Ownership Responsibilities 

Providence Health & Services is the party responsible for initiation of bonds and other financial 
securities.  The project must comply with the City of Lacey financial liability requirements.   

12.0 Certified Erosion and Sediment Control Lead (CESCL) 

The General Contractor shall be required to provide a CESCL prior to construction.  Once this 
individual is identified, the City Inspector will be notified. 

The Contractor will designate their CESCL here:  

 Name:  _____________________________________________ 

 Address:_____________________________________________ 

 Phone: _____________________________________________ 

 Fax Number:  _____________________________________________ 

The CESCL is required to meet DOE certification requirements.  The City Inspector will be 
provided with CESCL information.  

The duties of the CESCL include: 

• Implementing the Construction SWPPP/TESC plan with the aid of the SWPP Team. 

• Overseeing maintenance practices identified as BMPs in the Construction SWPPP. 

• Conducting or providing for inspection and monitoring activities. 

• Sampling stormwater for turbidity using a turbidity meter. 

• Identifying other potential pollutant sources and ensuring they are added to the plan. 

• Identifying any deficiencies in the Construction SWPPP and ensuring they are corrected.  

• Ensuring that any changes in construction plans are addressed in the Construction 
SWPPP. 

To aid in the implementation of the Construction SWPPP, the members of the SWPP Team 
include the following: General Contractor, CESCL, Dr. Esther Min, DDS, the geotechnical 
engineering consultant, and AHBL.   
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The General Contractor will ensure that all housekeeping and monitoring procedures are 
implemented, while the CESCL will ensure the integrity of the structural BMPs.  The SWPP Team 
will observe construction and erosion control practices and recommend revisions or additions to 
the Construction SWPPP and drawings. 

13.0 Conclusion 

This analysis is based on data and records either supplied to or obtained by AHBL, Inc.  These 
documents are referenced within the text of the analysis.  The analysis has been prepared using 
procedures and practices within the standard accepted practices of the industry.  We conclude that this 
project, as proposed, will not create any new problems within the existing downstream drainage system.  
This project will not noticeably aggravate any existing downstream problems due to either water quality or 
quantity. 

AHBL, Inc. 
 
 
 
James A. Daley 
Project Engineer 
 
JAD 
 
March 2026 
 
Q:\2024\2240036\10_CIV\NON_CAD\REPORTS\CSWPPP\Design Review (Preliminary)\20260304\PRCS_RPT_CSWPPP_20260304.docx
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Providence Health & Services 

Stormwater Pollution Prevention Plan 

Inspection and Maintenance Report Form 

 

 

To be completed every 7 days and within 24 hours of a rainfall event of 0.5 inches or more 

 

Inspector:                                                                      Date:                                     

Inspector's Qualifications: 

 

 

 

Days since last rainfall:                    Amount of last rainfall:        inches 

 

Stabilization Measures 

 

Drainage Area Date Since 
Last 
Disturbance 

Date of Next 
Disturbance 

Stabilized 
(yes/No) 

Stabilized With Condition 

      

      

 

 

Stabilization required: 

                                                        

                                                        

                                                        

 

To be performed by:    On or before:   
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Providence Health & Services 

Stormwater Pollution Prevention Plan 

Inspection and Maintenance Report Form 

 

 

Perimeter Structural Controls: 

Date:           

 

Straw Wattles 

 

Drainage Area 
Perimeter 

Has Silt Reached 1/3 of 
Wattle Height? 

Is Wattle Properly 
Secured? 

Is There Evidence of 
Washout or 

Overtopping? 

    

    

Maintenance required for and straw wattles: 

 

To be performed by:    On or before:   
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Providence Health & Services 

Stormwater Pollution Prevention Plan 

Inspection and Maintenance Report Form 

 

 

Changes required to the pollution prevention plan: 

 

 

 

 

 

 

Reasons for changes: 

 

 

 

 

 

 

I certify under penalty of law that this document and all attachments were prepared under my 
direction or supervision in accordance with a system designed to assure that qualified personnel 
properly gathered and evaluated the information submitted.  Based on my inquiry of the person 
or persons who manage the system, or those persons directly responsible for gathering the 
information, the information submitted is, to the best of my knowledge and belief, true, accurate, 
and complete.  I am aware that there are significant penalties for submitting false information, 
including the possibility of fine and imprisonment for knowing violations. 

 

Signature:    Date: ___________________  
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Exhibit 3 

Best Management Practices (BMPs) 
 
 


